FORUM BOULEVARD TRAIL PROJECT
MKT TRAIL TO WOODRAIL AVENUE
PRELIMINARY PLANS
JUNE 2014

CALL OR CLICK 3 DAYS BEFORE YOU DIG!
1-800-DIG-RITE or 811
www.motecall.com
TYPICAL SECTIONS
FORUM BOULEVARD TRAIL PROJECT
CITY OF COLUMBIA, BOONE COUNTY, MISSOURI

NOTE:
- SLOPE OF TRAIL SHALL BE NOMINAL SLOPE OF 2.0%. SMALL LOCAL SLOPES SHOULD NOT BE CONSIDERED THAT DO NOT MEET ADA REQUIREMENTS. CONSEQUENTIAL DAMAGES WILL BE REMEDIED BY USE OF CONTRACTORS EXPENSE.
- SEE CROSS SECTIONS FOR SLOPE AS THEY MAY VARY IN MAGNITUDE OR DIRECTION.

- CROSS SECTIONS:
  - TYPE A
  - GUTTER

- PROFILE GRADE
- LONGITUDINAL JOINT
- COMPACTED SUBGRADE
- EXISTING GROUND (TYP.)
- 5" REINFORCED CONCRETE TRAIL
- 6" ROLLED STONE BASE

- 1% SLOPE
- 0.5'
- 6'
- 5'
- 2'
- 3' MIN

NOTE:
- PROFILE GRADE
- LONGITUDINAL JOINT
- COMPACTED SUBGRADE
- EXISTING GROUND (TYP.)
- 5" REINFORCED CONCRETE TRAIL
- 6" ROLLED STONE BASE

- HANDRAIL ON LEFT
- HANDRAIL ON RIGHT
- WALL ON EACH SIDE
- WALL ON LEFT
- WALL ON RIGHT

- 54" HANDRAIL AS SHOWN ON PLANS
- 1% SLOPE
- PROFILE GRADE
- 0.5'
- 6'
- 5'
- 2'
- 3' MIN

- SECTION WITH HANDRAIL ON BOTH SIDES
- SECTION WITH HANDRAIL ON LEFT
- SECTION WITH HANDRAIL ON RIGHT
- SECTION WITH WALL ON EACH SIDE
- SECTION WITH WALL ON RIGHT
- SECTION WITH WALL ON LEFT
- SECTION WITH WALL ON RIGHT AND HANDRAIL ON LEFT
(85' - 75' - 75' - 75') CONTINUOUS COMPOSITE PLATE GIRDER SPANS